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SPECIFICATIONS
Efficiency Rating 80 PLUS Gold (up to 90%)
Modular Yes (full modular)
Fan Size 120 mm
Fan Bearing Fluid Dynamic Bearing
Dimensions (DxWxH) 140 x 150 x 86 mm
PFC Type Active PFC
Input Voltage Range 100~240 VAC
Power Watt 650W
Input Frequency Range 47-63Hz
Protection OCP / OVP / OPP / OTP / SCP / UVP
ATX (24 pin) 1
EPS (4+4 pin) 2
PCI-E (6+2 pin) 4
SATA (15 pin) 6
MOLEX (4 pin) 4
FDD (4 pin) 1

MAG A650GL
Full modular design, Flat cables
80 Plus Gold certified for high efficiency
Active PFC design, Industrial level protection
with OVP,OCP,OPP,OTP, SCP,UVP
120mm Fluid Dynamic Bearing Fan
LLC Half Bridge Topology with DC-DC
module design

MAG A650GL

AC INPUT 100-240~, 10A , 47-63Hz

DC OUTPUT
+5V +3.3V +12V -12V +5Vsb

20A 20A 54A 0.3A 2.5A

TOTAL POWER
100W 648W 3.6W 12.5W

650W
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SATA MOLEX
(PERIPHERAL) FDD

1 2 0 4 6 3 1

Ge
ne

ra
te

d 
20

23
-0

6-
12

, c
he

ck
 fo

r t
he

 la
te

st
 v

er
sio

n 
w

w
w

.m
si.

co
m

/d
at

as
he

et
. T

he
 in

fo
rm

at
io

n 
pr

ov
id

ed
 in

 th
is 

do
cu

m
en

t i
s 

in
te

nd
ed

 fo
r i

nf
or

m
at

io
na

l p
ur

po
se

s 
on

ly
 a

nd
 is

 s
ub

je
ct

 to
 c

ha
ng

e 
w

ith
ou

t n
ot

ic
e.


