
PUCK LIGHT

Model

Type

Market 

EAN code 

HS code (Intrastat)

Wattage W

Wattage kWh

Standby Power W

Number of LEDs

Operating Voltage

Power adaptor or LED driver (included)

Average lifetime:

CCT

CRI

Lumen (per unit)

Lumen (total product)

Replacement wattage

Beam angle

Rotation angle

Operating temparature

Dimming range: 

Dimensions Puck

Product weight

Housing materials

Dimensions control box

Housing materials

Dimensions LED driver

Cable length Spot

Cable lenght Spot ‐ Control Box 

Cable lenght Control Box ‐ Power

Mounting diameter

Mounting depth

Transport protocol

Energy Label (new)

QR code ‐ EPREL database 

EPREL ID 

RSL 115

Recessed Spot Light

EU 

8718781552886

9405403990

3x 5W

5 kWh/1000h

0.35 W

COB (chip‐on‐board)

24 V DC

230V AC ‐ 24V DC ‐ 1.0A (24W max.)

> 30.000 hrs

2700 K

> 91

430 lm

3x 430 lm

55W

38
45°

‐20‐+40℃
1 ‰ ‐100 %

H 25mm x ø 86mm

3x 140gr (spot incl. wire)

Aluminium

L 78mm x W 40mm x H 22mm

plastic 

L 123mm x W 44mm x H 25mm

20cm + 2‐pin female JST 

180cm + 2‐pin male JST 

2m 

1m 

Zigbee Lightlink

886276



Energy Label (old)

Country of Origin 

CE

WEEE symbol

Recycle logo 1

Recycle logo 2 (Gruene Punkt ‐ DE)

Recycle logo 3 (Triman ‐ FR)

A+

Made in China


