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MiVue /30

2. 5K 1440P & Wi-FI Dash Cam

Mio™ Night Vision Technology

A0
> Utilizing cutting-edge Mio™ Night Vision Technology, smooth and clear footage is
nght Vision ensured by our professional image tuning technology and our insistence on using

glass lens for durability and high light transmittance.

Undisputable footage Superb picture quality
E 1440P recording @ 4M Sensor

1440P Every detail captured and stored For optimal view and superior recording

A Integrutec! Super-Cap .
" Wi-Fi /0 Super Capacitor

Real-time smartphone backup and OTA update for extreme conditions
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AUTO

Discreet - It has your back: 140° Simplicity first -
out of sight, out of mind traceable movements - wide angle view Auto power on
3-Axis G-Sensor



A0 MiVue" )30
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Discreet

Out of sight, out of mind

The MiVue™ J30 is built to make your driving experience better.
With its sleek design the device can be discreetly installed
behind your rearview mirror, keeping your line of view clear.

2.5K1440P recording at 30 fps 4M sensor

» Designed with a 2.5K 1440 pixel camera, your dash cam « High image and video quality is vital for
captures all the necessary details of your journey. showing what happened in the event of an
« With a wide-angle lens, you can be sure that no part of your accident. The MiVue™ J30 ensures that footage
journey is left unrecorded. captured cannot be disputed.
Integrated Wi-Fi 3-Axis G-Sensor
« Immediately back up your videos to your smartphone or share « In the event of an accident or a sudden change
them via the MiVue™ Pro app, with the device’s integrated Wi-Fi. of motion, the device’s built-in G sensor instantly
« You can also update the MiVue™ J30 firmware with Wi-Fi OTA records vehicle’'s movements and ensures the
(Over-the-air) update, ensuring your device is always up to date. recorded data cannot be overwritten.
VIDEO HARDWARE SOFTWARE
Video sensor 4M Sensor Slze 945 (H)x40.2(W)x 30.5 (D) mm Event recording v
Weight 669
Recording resolution ~ WQHD 2.5K 2560 x 1440 at 30fps Photo mode v
3-Axis G-sensor v
Full HD 1920 x 1080 at 30fps Auto power on y
icro SO card (Recommend Class 10 micro SD
micro SUcar ¥ card upto 128 GB)
View angle: 140° Smartphone App v MiVue™ Pro App
Built-in Wi-Fi .
Video format .mpt (H.264) Built-in SuperCap . Desktop v MiVue™ Manager

Box Contents PR
« Mio MiVue™ J30 . Static window sticker \
. In-vehicle 3M mounting . Quick Start Guide ‘ .
« In-vehicle charger ‘ J30
;

o0l  MITAC is an ISO9001, ISO14001, IATF16949 certificated manufacturer.
Our products are tested by MiTAC's TAF accredited lab.

Mio Quality




