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MiVue (450

Full HD 1080P GPS Dash Cam

Mio™ Night Vision Technology

Utilizing cutting-edge Mio™ Night Vision Pro Technology, smooth and clear footage is ensured

‘N’fght ViSiOI"I by our professional image tuning technology and our insistence on using guality glass.
— ° The MiVue™ C450 is fitted with Sony’s premium STARVIS™ sensor and large aperture to deliver

superb contrast and rich colors even in low-light conditions.

Sony’s premium - Capture all the details

w’ STARVIS" CMOS 80 Full HD 1080p at 30fps

SENSOR  (Clearimages even in low-light conditions Your dash cam captures all the necessary details of your journey

- GPS Safety camera warnings &
7  Mio's patented ﬁ 130° wide angle view
Smurt Alert /[:":\\ To capture every detail at critical moments

Enjoy free safety camera data updates

+ > [ 30"

13 stage adjustable Rotating mount design Simplicity first - 3.0" screen -
EV value Auto power on Intuitive and user friendly




A0 MiVue" C450

all about you

Sony's premium STARVIS™ CMOS

« Sony's high quality STARVIS™ CMOS - for superb contrast, clear and rich colours, especially in low-light conditions.
« The near infra-red range gets you as close to night vision as possible in a dash cam.

Image
Quality
Comparison
Video

Sony’s Premium STARVIS sensor General sensor

1080p Full HD recording at 30 fps  GPS Safety Camera Warnings

« Designed with a Full HD 1080 pixel camera, your dash « General fixed-distance warning.
cam captures all the necessary details of your journey. « Mio’s patented Smart Alert: early alert for higher speeds.

« With a 130° wide-angle lens, you can be sure that no * Enjoy free safety camera data updates.*

part of your journey is left unrecorded. * Excludes France, Switzerland, Latvia, Estonia, Romania, Turkey, and Germany.
Auto power on 13 stage adjustable EV value
« The MiVue™ C450 has been designed for simplicity.  Adjustable independently allowing brightness level

Just insert a micro SD card, connect to your car’s to be manually adjusted.

power source, and it will start recording as soon as
you start the engine.

VIDEO HARDWARE SOFTWARE
, Sony's premium Size 87.6 (H) x 54 (W) x 32.1(D) mm Event recording v
Video sensor STARVIS™ CMOS
Weight 85¢g Photo mode v
Recording resolution Full HD 1080p / 30fps
Built-in GPS v Auto power on v
View angle 130°
3-axis G-sensor v GPS safety camera warnings  v*
Video format .mov (H.264) . (Recommend Class 10 micro SD -
Micro SD card card up to 128 GB) Desktop v/ MiVue™ Manager
Box Contents
« Mio MiVue™ C450 - In-vehicle charger
- In-vehicle mounting bracket « Quick Start Guide

*STARVIS and BYIAM[RY are trademarks of Sony Corporation.

[=] i3 =] MITAC is an 1ISO9001, ISO14001, IATF16949 certificated manufacturer.
Our products are tested by MiTAC's TAF accredited lab.

Mio Quality




