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MiVue" (420 Dual

Full HD 1080P Dual Dash Cam

Mio™ Night Vision Technology
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T Utilizing cutting-edge Mio™ Crystal Vision Technology, smooth and clear footage is
stal Vision ensured by our professional image tuning technology and our insistence on using all glass

lens for durability and high light transmittance.

Capture all the details Superb picture quality
j0s0 FullHD 1080p at 30fps @ 2M Sensor
Your dash cam captures all the necessary details of your journey For optimal view and superior recording

m Rear cam
\ Y/

/@/\ 135° wide angle view Y MiVue™ T20

To capture every detail at critical moments O®) included with 2M sensor
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AUTO

It has your back: Simplicity first - 2.0" screen - Rotating

traceable movements - Auto power on Intuitive and user friendly mount design
3-Axis G-Sensor



A0 MiVue" C420 Dual
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The complete package - MiVue™ T20 rear cam included

Your MiVue™ C420 Dual device comes with the MiVue™ T20 rear camera to compliment your dash cam,
capturing details behind your vehicle and alleviating your blind spot. The MiVue™ T20 uses a 2M sensor
and 130° wide-angle lens to record footage in crystal clear 1080p Full HD.

1080p Full HD recording at 30 fps  2M sensor

« Designed with a Full HD 1080 pixel camera, your dash « High image and video quality is vital for showing what
cam captures all the necessary details of your journey. happened in the event of an accident. The MiVue™ C420

« With a 135° wide-angle lens, you can be sure that no Dual ensures that footage captured cannot be disputed

part of your journey is left unrecorded
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3-Axis G-Sensor Auto power on
« In the event of an accident or a sudden change of » Don’t waste time learning how to use complex devices.

motion, the device’s built-in G sensor instantly records Simply power-up and you're ready to go. With an

vehicle’s movements and ensures the recorded data intuitive menu and large icons, the device couldn’t be

cannot be overwritten easier to use

VIDEO HARDWARE SOFTWARE
Front cam:
Video sensor :;:nt cam & rear cam: Size 53.7 (H) x 59.3 (W) x 32.5 (D) mm Event recording v
sensor Rear cam:
31.6 (H) x 38.2 (W) x 63.9 (D) mm
. Front cam: 56.4g
Recording resolution Front cam & rear cam: . Rear cam: 319 Photo mode v
9 Full HD 1920 x 1080P
Display size 2"
View angle :::T:f:?z{l;(‘)s" 3-oxis G-sensor - v Auto power on v
; (Recommend Class 10 micro SD
Micro SD card v card up to 128 GB)
Video format mp4 (H.264) Rear cam support v (Mivue™ T20) Desktop v’ MiVue™ Manager
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Box Contents
MiVue™
« Mio MiVue™ C420 « In-vehicle mounting bracket C420 Dual
Dash Com

« Mio MiVue™ T20  In-vehicle charger

« 6.5 meter rear cam cable « Quick Start Guide = =

OO0l  MITAC is an 1ISO9001, 1ISO14001, IATF16949 certificated manufacturer.
Our products are tested by MiTAC's TAF accredited lab.

Mio Quality




