
 The Ultimate Winter Sports Communicator
PACKTALK SKI

Always-on Group Communication
Communicate, laugh together, warn each other of 
potential danger or give tips in real-time with always-on 
group intercom. All without touching a button! 
No signal? No problem! Our dynamic mesh network 
does not require cellular coverage or base stations.
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Music 
Stream music directly from your smartphone and 
enjoy blasting sound through 32mm-wide speakers.

Phone 
Make, answer, or reject calls with a push of a button 
all while your phone stays secured in your pocket.

Robust 
Whether it’s raining, snowing or muddy – the 
Packtalk Ski is fully weatherproof and continuously 
operatable at -20 °C and below.Full-day Operation 

With 8 hours of talk-time you won’t be carrying a 
portable charger around with you.

Rapid Installation
Our installation is as easy as it gets and super quick!
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2003

22 July

Imagination

The quick, brown fox jumps over

2006

1st embedded FM Radio

2007

1st bike-to-bike intercom

Scala Rider Q2

2009

1st Mile-long intercom

Scala Rider 
G4

2012

1st Music sharing 

Scala Rider  G9

2004

1st Motorcycle 
Bluetooth headset

Scala Rider

2015

1st Dynamic Mesh 
Communicator

Packtalk

1st Natural Voice Operation

2018Packtalk Slim 2019

1st premium audio 
Sound by JBL

Freecom 4+ 2020

1st DMC communicator for 
winter sports

Packtalk Ski

About Cardo
Cardo Systems specializes in the design, development, manufacturing and sale of state-of-the-art communication and entertainment 
systems for motorcycle and winter sports helmets. Since inception in 2004, Cardo has pioneered the majority of innovations for motorcycle 
communication systems with industry firsts such as long-range communication and Dynamic Mesh Communication. The company’s products, 
now available in over 85 countries, are the world’s leading communication devices for the motorcycle industry.

cardosystems.com/snow
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• Up to 15 people – great from 2!
• Long range connectivity with up to 1 kilometer between each user.
• Network setup within seconds that needs to be done just once.
• If someone goes out of range the rest of the group leapfrogs that signal to keep the connection going. Once back within range, 
that person automatically rejoins the network.

INNOVATION IS IN OUR DNA
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HIGHLIGHTED FACTS ABOUT DYNAMIC MESH COMMUNICATION



cardosystems.com/snow

Specs.
General Intercom

Compatibility
Universal

Range
DMC intercom: up to 1 km / 0.6 mi
in open terrain
*Can extend up to 5.0 km (3.1 mi) between 
a minimum of 6 users

Connectivity

Mobile phone connection
Mesh 5.1
Bluetooth 4.1
Headset Profile (HSP)
Hands-Free Profile (HFP)
Advanced Audio Distribution Profile (A2DP)
Audio Video Remote Control Profile (AVRCP)CE

FCC / IC
BT SIG

Speakers
Diameter: 32mm
Depth: 9.2mm

Certifications

Battery

Capacity
850mAh

Talk time
8 hours

Charging time
4 hours

Standby time
1 week

Audio

Automatic Volume Control

Multilingual status announcements

Operating Temperature 
-20˚C to 55˚C / -4˚F to 131˚F

Firmware Upgrades 
Available

Device Customization
Cardo Connect App
Cardo Community

Dimensions

Main unit
Height: 49mm
Length: 91mm
Depth: 25mm
Weight: 57g
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